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46 CFR Ch. I (10–1–10 Edition) § 195.01–1 

195.35–90 Vessels contracted for before No-
vember 23, 1992. 

Subpart 195.40—Pilot Boarding Equipment 

195.40–1 Pilot boarding equipment. 

AUTHORITY: 46 U.S.C. 2113, 3306, 3307; 49 
U.S.C. App. 1804; E.O. 12234, 45 FR 58801, 3 
CFR, 1980 Comp., p. 277; Department of 
Homeland Security Delegation No. 0170.1. 

SOURCE: CGFR 67–83, 33 FR 1156, Jan. 27, 
1968, unless otherwise noted. 

Subpart 195.01—Application 

§ 195.01–1 General. 

(a) The provisions of this part shall 
apply to all vessels except as specifi-
cally noted in this part. 

§ 195.01–3 Incorporation by reference. 

(a) Certain materials are incor-
porated by reference into this part 
with the approval of the Director of the 
Federal Register in accordance with 5 
U.S.C. 552(a). To enforce any edition 
other than the one listed in paragraph 
(b) of this section, notice of the change 
must be published in the FEDERAL REG-
ISTER and the material made available 
to the public. All approved material is 
on file at the Office of the Federal Reg-
ister, Washington, DC 20408, and at the 
U.S. Coast Guard, Office of Design and 
Engineering Standards, (CG–521), 2100 
2nd St., SW., Stop 7126, Washington, DC 
20593–7126, and is available from the ad-
dress indicated in paragraph (b). 

(b) The material approved for incor-
poration by reference in this part, and 
the sections affected is: 

American Society for Testing and 
Materials (ASTM) 

100 Barr Harbor Drive, West Conshohocken, 
PA 19428–2959. 

ASTM F 1014–92, Standard Specification for 
Flashlights on Vessels—195.35–5 

[CGD 82–042, 53 FR 17706, May 18, 1988, as 
amended by CGD 96–041, 61 FR 50735, Sept. 27, 
1996; CGD 97–057, 62 FR 51051, Sept. 30, 1997; 
USCG–1999–5151, 64 FR 67187, Dec. 1, 1999; 
USCG–2009–0702, 74 FR 49241, Sept. 25, 2009] 

Subpart 195.03—Marine 
Engineering Systems 

§ 195.03–1 Installation and details. 

(a) The installation of all systems of 
a marine engineering nature, together 
with the details of design, construc-
tion, and installation, shall be in ac-
cordance with the requirements of Sub-
chapter F (Marine Engineering) of this 
chapter. Systems of this type include 
the following: 

Steering Systems. 
Bilge and Ballast Systems. 
Tank Vent and Sounding Systems. 
Overboard Discharges and Shell Connections. 
Pipe and Pressure Systems. 
Liquefied Petroleum Gas Systems. 

Subpart 195.05—Electrical Engi-
neering and Interior Commu-
nications Systems 

§ 195.05–1 Installation and details. 

(a) The installation of all systems of 
an electrical engineering or interior 
communication nature, together with 
the details of design, construction, and 
installation shall be in accordance with 
the requirements of Subchapter J 
(Electrical Engineering) of this chap-
ter. Systems of this type include the 
following: 

Ship’s Service Generating Systems. 
Ship’s Service Power Distribution Systems. 
Ship’s Lighting Systems. 
Electric Propulsion and Propulsion Control 

Systems. 
Emergency Lighting and Power Systems. 
Electric Lifeboat Winch Systems. 
Electric Steering Gear and Steering Control 

Systems. 
Fire Detecting and Alarm Systems. 
Sound Powered Telephone and Voice Tube 

Systems. 
Engine Order Telegraph Systems. 
Rudder Angle Indicator Systems. 
Refrigerated Spaces Alarm Systems. 
Navigation Lights Systems. 
Daylight Signaling Lights. 
Miscellaneous Machinery Alarms and Con-

trols. 
General Alarm Systems. 
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